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G104XVN01.0       Color TFT-LCD Module 
 

 

 

 

� 10.4” industrial display 

� Aspect ratio 4:3 

� Front mount, Slim design 

� Wide view angle 

� LED Backlight + PCBA (include 
LED driver board) 

� Inverter less 

� Mercury-free solution 

� RoHS compliance 

� Halogen-free Compliance 

 

 

 

 

 

 

 

 

 

 

(Tentative) 

Size (inch) 10.4”  

  Model G104XVN01.0 

  Resolution (pixel) 1024(H)x768RGB(V) 

  Active Area (mm) 210.4(H)x157.8(V) 

  Pixel Pitch (mm) 0.206(H)x0.206(V) 

  Mode PSA 

  LCD Surface Anti-glare,3H 

  Number of Colors 262K/16.2M 

  View Angle (U/D/L/R) 89/89/89/89 

  Brightness(nit) 400 

  Contrast Ratio 1400:1 

  Response Time (ms) 30 

  LED Life (hrs.) 50,000 

  Power Consumption (W) 6.0 

  Supply Voltage (V) 3.3 

  Storage Temp. (����) -30 ~ 80 

  Operation Temp. (����) -20 ~ 70 

  Outline Dimension (mm) 238.6(H)x175.8(V)x6.5(T) 

  Weight (g) 300 

  Interface Digital, LVDS 6/8 bit 
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